INDEX OF SHEETS

GENERAL NOTES — MISCELLANEQUS

GENERAL _NOTES — DRAINAGE

1. TITLE SHEET ﬁkbu{f\%’?(sﬁ%%?g%&%% %EDOQTI-IA% &%C%%%FF%A#OTSSTFISR %;r:pE%Ai?IOSPSEE%?EAJmchggrggé%oﬁN?Ngmﬁscoﬁ;gggggﬂ;m THE COST OF MAKING ANY CONNECTIONS TO EXISTING DRAINAGE STRUCTURES SHALL BE INCLUDED IN THE UNIT PRICE FOR THE
PROPOSED ITEM OF WORK SPECIFIED.
2. INDEX OF SHEETS, GENERAL NOTES, STATE STANDARDS THE ILLINOIS MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS', LATEST EDITON; THE DETALS IN THE
2’4' i’gﬁwéggﬁl@gg&% PLANS; AND THE SPECIAL PROVISIONS INCLUDED IN THE CONTRACT DOCUMENTS. LENGTHS AND SIZES OF STORM SEWERS SHOWN ON THE PLANS AND DRANAGE STRUCTURE ELEVATIONS SHALL BE VERIFED BY THE
: | : CONTRACTOR iN THE FIELD PRIOR TO INSTALLATION OF DRAINAGE ITEMS. THE INVERTS OF THE PROPOSED DRAINAGE STRUCTURES MAY
6. SCHEDULE OF QUANTITIES ACCORDANCE. WITH ARTICLE 107,14 OF THE STANDARD SPECRIGATIONS. oo 0N ARE TO BE FURNISHED BY THE CONTRACTOR N REQUIRE REVISIONS TO MEET EXISTING FIELD CONDITIONS, ANY ADJUSTMENTS SHALL BE AS DIRECTED BY THE ENGINEER.
7-8.  EXISTING CONDITIONS/ PROPOSED REMOVALS
9. ALIGNMENT, TIES, AND BENCHMARKS WHERE_SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE NOTFIED BEFORE SUCH MONUMENTS ARE UNLESS OTHERWISE NOTED, ALL OFFSETS SHALL BE TO THE CENTER OF THE FRAMES AND GRATES, OR FRAMES AND LIPS,
10-12  ROADWAY PLANAND PROFILE REMOVED, THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL PROPERTY MARKERS AND MONUMENTS. THE ENGINEER,
=12 VAY PLAN-AND ILE. _ OR AN AUTHORIZED SURVEYCR OR AGENT WILL WITNESS OR GTHERWISE REFERENCE AND RESET MONUMENTS AS NECESSARY. ALL STORM SEWER SHALL BE BACKFILLED IN ACCORDANCE WITH ARTICLE 550.07 OF THE STANDARD SPECIFICATIONS, METHOD 1 ONLY,
13-14.  SOIL EROSION'AND SEDIMENT CONTROL PROPERTY CORNERS EXCEPT THOSE WITHIN AREAS WHERE THE SCHEDULE SHOWS PLACEMENT OF R.O.W MARKERS SHALL REMAIN
15: SOl EROSION AND SEDIMENT CONTROL I\A?TES UNDISTURBED. ALL TRENCHC%f;%i‘(AI;‘\I}éIé Q%ﬁ:‘nnﬁ‘% FOR ?;:I'ORM SEWER, WATER MAIN, AND SANITARY SEWER HAVE BEEN COMPUTED AND SHALL BE PAIR
18 INTERSECTION OF BIG TIMBER AND RANDALL ROAD FOR IN AC STATE OF ILINOIS, DEPARTMENT OF TRANSPORTATION, DIVISION OF HIGHWAYS, BUREAU OF
. . ™ T , SHALL OBTAIN ALL NECESSARY PERMITS PRIOR T WiITH CONSTRUCTION.
e SIGRING AND PAVEMENT MARKING PLAN £ CONTRACTOR AS REQUIRED L NECES ERMITS PRIOR TO COMMENCING CONSTRUCTION, TRENGE: BACKFILL TABLE
1819, TEMPORARY TRAFFIC SIGNAL INSTALLATION AND REMOVE EXISTING TRAFFIC SIGNAL | THE CONTRACTOR'S OPERATIONS AND TEMPORARY STORAGE ACTIVITIES SHALL BE LIMITED 70 THE WORK AREA AND/OR CONSTRUGTION
EQUIPMENT —BIG TIMBER ROAD AT RANDALL ROAD LMITS AND THE AREA IMMEDIATELY ADJACENT TO THE PROPOSED CURB LINES. ANY ADDITIONAL STAGING AREAS ADJACENT TO THE THE CONTRACTOR SHALL MAINTAIN THE SURFACE DRAINAGE OF THE ROAD DURING CONSTRUCTION OF THIS PROJECT. ~WHEN EXISTING
! _ ( e A RVt it e T St Hacr i o o =l S L3 DRAINAGE FACILITIES ARE DISTURBED, THE CONTRACTOR SHALL PROVIDE AND MAINTAN TEMPORARY OUTLETS AND CONNECTIONS FOR
20. TEMPORARY CABLE PLAN, TEMPORARY PHASE DESIGNATION DIAGRAM, AND Ay i B A A A LS - ALL PRIVATE OR PUBLIC DRAINS, SEWERS, INLETS OR CATCH BASINS. HE SHALL PROVIDE FACILITIES TO TAKE IN ALL STORM WATER
TEMPORARY EMERGENGY VEHIGLE PREEMPTION SEQUENCE - BIG TIMBER ROAD AT i WCH WLL BE RECENVED BY THESE ORANS AND SEWERS, AND DISCARCE THE SAME. HE SHALL PROVDE ANG MANTAN A
RANDALL ROAD ) TEMPORARY OUTLET, REPARED AT ALL TIMES TO DISPOSE OF THE WATER RECEIVED FROM THESE TEMPORARY CONNECTIONS
_ THE CONTRACTOR'S PERSONNEL SHALL NOT BE ALLOWED TO PARK PERSONAL VEHICLES IN THE WORK AREA AND/OR CONSTRUCTION UNTIL S0k TIME AS THE PERMANENT CONNECTIONS WITH SEWERS ANE BULT aNb I SaRvoE o e R CaNRECTIONS
21 TEMPORARY INTERCONNECT FLAN AND TEMPORARY INTERCONNEGT SCHEMATIC LIMITS. SEPERATELY, BUT SHALL BE CONSIDERED INCLUDED IN THE UNIT PRICE FOR ALL STORM SEWER ITMES.
2023 TRAFFIG.SIGNAL MODERNIZATION PLAN — BIG TIMBER ROAD AT RANDALL ROAD o
by Sﬁ”ﬁ“”“i 0,:/ QUANTITIES, EAABLE PLAN, UPHASE DES,G]NATION DIAGRAM, AND IT IS THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN EXISTING FIELD CONDITIONS PRIOR TO BIDDING ON THIS CONTRACT. T0R OF GRATE ELEVATIONS FOR DRARAGE STRUCTIRES LOCATED WITHM T CURD AND UTTERS ARE AT B Fiowmne o T
EMERGENCY VEHICLE PREEMPTION SEQUENCE - BIG TIMBER ROAD AT RANDALL ROAD e (oNTRACTOR WiLL PROVIDE AND INSTALL TWO (2) WEIGHTED SANDBAGS ON EACH TYPE | OR TYPE fl BARRICADE USED. ONE 0 GUTTER, OTHERWISE, TOP OF GRATE ELEVATIONS ARE TO THE CENTER OF THE FRAME OR GRATE.
25-26.  INTERCONNECT PLAN ) WEIGHTED SANDBAG SHALL BE INSTALLED ACROSS EACH BOTTOM RAIL. ALL TYPE fil BARRICADES SHALL REQUIRE A MINIMUM OF FOUR AN LD0SE WATERIAL DEFOSITED W THE FLOW LD OF DICHES. GUTIERS, CROSS 10D PEES, OF DRANAGE STRUCTHRES DUE 70
7. ERCONNEGT SCHEMATIC — RANDALL ROAD BETWEEN ROYAL ANDBAGS Pl RR! : 3 3 ;
2 g“gﬁfg\gRﬁng,ﬁcﬁmmY AND?—-JOL@ES"ROAG REN (4) SANDBAGS PER BARRICADE. CONSTRUCTION OPERATIONS SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY. AT THE CONCLUSION OF CONSTRUCTION
NI AR N A e — - WHERE NEW WORK MEETS EXISTING FEATURES TO REMAIN, THE CONTRACTOR SHALL FIELD CHECK ALL DIMENSIONS AND ELEVATIONS OPERATIONS, ALL STRUCTURES SHALL BE FREE OF DIRT AND DEBRIS. THIS WORK SHALL NOT BE PAID FOR SEPERATELY, BUT SHALL
2. DISTRICT ONE STANDARD MAST ARM MOUNTED STREET NAME SIGNS BEFORE PROCEEDING WITH CONSTRUCTION, NOTFY THE ENGINEER IMMEDIATELY OF ANY DISCREPANCIES. BE CONSIDERED INCLUDED IN THE UNIT PRICE FOR EACH ITEM OF WORK.
20.-34. DISTRICT ONE STANDARD DETAILS
35-38. TEMPORARY LIGHTING INSTALLATION AND.REMOVE EXISTING LIGHTING EQUIPMENT ~  THE CONTRACTOR WILL BE REQUIRED TO COMPLY WITH ALL STATE REGULATIONS REGARDING AIR, WATER, AND NOISE POLLUTION. THE ALL FRAMES, GRATES, LIDS AND BOXES REMOVED FROM EXISTING DRAINAGE OR UTILITY STRUCTURES WHICH ARE TO BE ABANDONED O
BIG TIMBER ROAD AT RANDALL ROAD CONTRACTOR IS PROMIBITED FROM BURNING ANY MATERIAL WITHIN OR ADJACENT TO THE IMPROVEMENT. ADJUSTED WiT A NEW OR DIFFERENT FROM AND LiD SHALL BECOME THE PROPERTY OF THE COUNTY. ANY OF THE ITEMS WHICH AR
; P ' g . DAMACED OR BROKEN DURING HANDLING SHALL BE REPLACED BY THE CONTRAGTOR AT HIS OWN EXPENSE. NO ADDITIONA
36.-42.  PERMANENT LIGHTING MODERNIZATION-PLAN BIG TIMBER ROAD AT RANDALL ROAD ALL DISTURBED AREAS OUTSIDE THE PROJEGT LIMITS SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER SHALL BE RESTORED COMPENSATION SHALL BE ALLOWED FOR SALVAGING THE EXISTING FRAMES, GRATES, LIDS, AND BOXES OR FOR STOCKPILING THEM O
43, LIGHTING SCHEMATIC BY THE CONTRACTOR AT THE CONTRACTOR'S EXPENSE. THE JOB SITE FOR PICK—UP BY THE COUNTY.
44 LIGHTING SCHEDULE
45, LIGHTING CONTROLLER BIDDERS MAY CONTACT THE KANE COUNTY DIVISION OF TRANSPORTATION (MR. PAUL HOLCOMB AT 630-584—1170) TO EXAMINE THE BEFORE ORDERING STORM SEWERS, PIPE CULVERTS, PIPE DRAINS, CATCH BASINS, INLETS, AND MANHOLES, THE CONTRACTOR SHALL
. B ECTRIG SERVICE INSTALLATIONAERIAL REMOFE DISCONNECT ROADWAY SOILS INVESTIGATION, INCLUDING SOIL BORING LOGS, FOR THESE IMPROVEMENTS. CONTACT THE ENGINEER AS TO THE EXACT LENGTH AND QUANTITY REQUIRED.
47 LIGHT POLE FOUNDATION 40’ TO'47 % MH. 15" BOLT CIRCLE
48. LIGHT POLE FOUNDATION OFF SET-40' TO.47 %’ M.H. 15" BOLT CIRCLE GENERAL_NOTES — RQADWAY NERAL N = ]
49, ALUMINUM LIGHT POLE 400" MOUNTING HEIGHE ==l — et o
5 MPORARY LIGHT POLE DETAILS THE CONTRACTOR SHALL PROTECT EXISTING AND NEW UTILITIES. WHEN REQUIRED BY THE ENGINEER, THE CONTRACTOR SHALL BRACE
5? ;:Mpo v AERIAL CABL'EINS‘IL:ALLAT!ON' ’&A%?ng OB O AN REMOVAL ATEMS NOTED ON THE PLANS OR DIRECTED BY THE ENGINEER SHALL BE CONSIDERED 'NC"UDEDI AND SUPPORT UTILITIES PROPERLY IN ORDER TO PREVENT SETTLEMENT, DISPLACEMENT, OR DAMAGE TO THE UTILIES.  THE
. RAR’ TALLATION: PROTECTION OF THE UTILIMES AS SPECIFIED HEREIN WLL NOT EE PAID FOR SEPERATELY, BUT THE COST THEREOF SHALL BE
52. WETLAND IMPACT AREA e CONSIDERED INCLUDED IN THE COST OF THE TEM OF WORK.
53.60. ROADWAY DETAILS ‘THE CONTRACTOR SHALL USE CARE IN REMOVING /TEMS OF WORK. ANY DAMAGE DONE TO EXISTING ITEMS BY THE CONTRACTOR SHALL} s S——
61-67. ROADWAY CROSS SECTIONS. BE REPAIRED BY THE CONTRACTOR AT HIS EXPENSE. THE CONTRACTOR SHALL GOORDINATE CONSTRUCTION ACTIMITIES WITH THE RESPECTIVE UTILITIES AND THE ENGINEER.
ANY WAL BOXES REQUIRING RELOCATION TO CONSTRUCT PORTIONS OF THE CONTRACT SHALL BE MOVED BY THE CONTRACTOR. THIS
THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL EXISTING FACIITIES SO THE UTIITIES AND THER
o O N N T, AT AT O oni ENGINEER.  THIS WORK SHALL NOT BE PAID FOR SEPARATELY, BUT SHALL BE APPURTENANCES MAY BE LOCATED AND ADJUSTED OR MOVED, IF NECESSARY, PRIOR TO THE START OF CONSTRUCTION OPERATIONS.
2 THE CONTRACTOR SHALL COOPERATE WITH ALL UTILITY OWNERS AS PROVIDED FOR IN THE STANDARD SPECIFICATIONS.
STATE STANDARDS TEN FOOT TRANSITIONS SHALL BE USED TO MATCH PROPOSED ITEMS OF WORK TO EXISTING ITEMS IN THE FIELD, UNLESS OTHERWSE
SHOWN. THE TRANSITIONS SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE FOR THE PROPOSED ITEM OF WORK SPECIFIED.
00000106 STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS
001006 DEGIMAL OF AN INGH AND'OF A FOOT- THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING CURING TIME FOR VARIOUS HOT-MIX ASPHALT LIFTS,
28000106 TEMPORARY EROSION-CONTROL SYSTEMS
48200102 HMA SHOULDER ADJAGENT TO.FLEXIBLE PAVEMENT ALL ELEVATIONS ARE ON U.S.G.S. DATUM
542301-03 PRECAST REINFORGED CONCRETE FLARED ENO SECTION. HOT—MIX ASPHALT MIXTURE REQUIREMENTS
84231103 GRATING FOR CONGRETE FLARED END SEOTION (FOR 24 THRU 547 FOR WORK QUTSIDE THE UMITS OF THE BRIDGE APPROACH PAVEMENT, ALL REFERENCES IN THE HIGHWAY STANDARDS AND STANDARD R i
~03 AT N RED.END SECTION (FOR24" T} SPECIFICATIONS FOR REINFORCEMENT, DOWEL BARS AND TIE BARS IN PAVEMENT, SHOULDERS, CURB, GUTTER, COMBINATION CURB AND MIXTURE TYPE | AR yQ0
$02001 02 CAraH BASIN TYPEA GUTTER AND MEDIAN, AND CHAIR SUPPORTS FOR CRC PAVEMENT, SHALL BE EPOXY COATED, UNLESS NOTED IN THE PLAN. TV RSPIALT RESORT AT
ggﬁg}:gg ;";LEJE‘:;SEGQATE —_— GENERAL NOTES SIGNING. AN EMENT MARKING HOT—MIX ASPHALT SURFACE COURSE, MIX D', N70 {IL 9.5 mm) 4% @ 70 GR| 3 g
606001 -04 CONGRETE GURB TYPE B AND COMBINATION CONCRETE CURB AND LEVELING BINDER {MACHINE METHOD), N70 4% @ 7C GYR P
“GUTTER v PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR, ENGINEER AND KANE COUNTY DOT MAINTENANCE PERSONNEL SHALL HOT—WiX ASPHALT FULL DEPT
60600602 OUTLETS FOR CONCRETE CURB AND GUTTER TYPE 86,24 INVENTORY THE LOCATION, SIZE, TYPE AND CONDITION OF ALL EXISTING SIGNS. ANY SIGN DAMAGED DURING CONSTRUCTION SHALL BE - -
70100603 OFF-RD OPERATIONS, 2L, 2W; 35' TO 24" FROM PAVEMENT EDGE REPLACED AT THE CONTRACTOR'S EXPENSE.  HOT—MIX_ASPHALT SURFACE COURSE, MIX "D, N70 (IL 9.5 ram) 4% @ 7C G1R >
701011 -02 OFF-RD MOVING-OPERATIONS: 2L, 2W, DAY ONLY e NDER COURSE. I—1 4% @ 70 GYR! 10%" (N 4 LIFTS)
701101 -02 .OFF-RD OPERATIONS, MULTHANE, 15' TO-24 FROM PAVEMENT EOGE ALL WORK INVOLVING SIGNS SHALL BE GOVERNED BY THE FOLLOWING REQUIREMENTS: HOT-MIX ASPHALT BINDER COURSE, tL—79mm, N70 g -
701106 -02 OFF-RD OPERATIONS, MULTILANE, MORE THAN 15' AWAY HOT-MiX ASPHALT DRIVEWAY PAVEMENT
701201 - 04 LANE CLOSURE, 2§, 2W, DAY ONLY, FOR'SPEEDS > 45 MPH A. EXISTING SIGNS SHALL NOT BE REMOVED UNTIL PROGRESS OF WORK NECESSITATES 1T. - — PR -
701301 -04 LANE CLOSURE, 2L, 2W SHORT TIME OPERATIONS HOTZMIX ASPHALT SURFACE COURSE, MIX D7, NS5O (I 9.5mm) i 2
o4 - B. KDOT WL REMOVE ALL EXISTING SIGNING AND INSTALL ALL NEW SIGNING. CONTACT RAY JOHNSON AT (830) 406-7356 A I . N "n @ 50 T :
el IS T - e MINMUM OF 72 HOURS IN ADVANCE OF ANY NECESSARY SIGN REMOVAL AND A MINMUM OF 3 WEEKS IN ADVANCE OF THE HOT-MIX_ASPYALT BASE COURSE (HMA BINDER HL—19 mm) MIX "D", NSO SICSMI SN2 LTS |k
70142204 LANE CLOSURE, MULTILANE, FOR SPEEDS > 45 MPH.TO 55 MPH INSTALLATION OF NEW SIGNING. HOT—MIX_ASPHALT SHOULDER, 8
701426 - 04 ';?)NRES%E%%%EEAWéELANE' INTERMITTENT, OR MOVING OPER;. C.THE CONTRACTOR WILL BE REQUIRED TO TEMPORARILY RESET ALL SUCH SIGNS THAT INTERFERE WTH HIS WORK DURING HOT—MIX ASPHALT SURFACE COURSE, MIX "D”, N70 (IL 9.5mm) 4% @ 70 GYR 2"
. S 2 45.MP} L . CONSTRUCTION OPERATIONS. ALL SUCH SIGNS MUST BE MAINTAINED STRAIGHT AND CLEAN FOR THE DURATION OF THE TEMPORARY Propne S -
701701 -08 URBAN LANE CLOSURE, MULTILANE INTERSECTION SETTING AND MUST BE RE-ERECTED AT A TEMPORARY LOCATION IN A WORKMANLIKE MANNER AND BE VISIBLE TO TRAFFIC FOR HOT-MIX ASPEALT SHOULDER (AMA BINDER IL-13 mm) ° G 8" (N 2 LIFTS]
70190102 TRAFFIC CONTROL DEVICES WHICH IT IS INTENDED. THIS WORK WILL BE CONSIDERED INCLUDED IN THE COST OF THE VARIOUS TRAFFIC CONTROL AND HOT_MIX ASPRALT
72000101 SIGN PANEL MOUNTING DETAILS PROTECTION PAY {TEMS. - ALT PATCHING _
72000603 SIGN PANEL ERECTION DETAILS CLASS D PATCH (HMA BINDER IL—19mm) [4% @ 70 GYR| 13 (N 4 LIFTS)
72900101 APPLICATIONS OF TYPES A & B METAL POSTS (FOR SIGNS & MARKERS) D.LONGER POSTS MAY BE REQUIRED AT SOME TEMPORARY SIGN LOCATIONS TO MAINTAIN THE PROPER SIGN ELEVATIONS.
780001 - 03 TYPICAL PAVEMENT MARKING THE CONTRACTOR SHALL FURNISH, MAINTAIN AND PROGRAM TWO (2) CHANGEABLE MESSAGE SIGNS FOR THE DURATION OF THIS
781001 - 03 TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS d THE UNST WEIGHT TG CALCULATE ALL KMA SURFACE MIXTURE QUANTITES IS 132 LBS/SY/IN
2000101 ELEGIRICAL SERVIGR INSTALLATION DETAILS CONTRACT. THE ENGINEER WILL DIRECT THE CONTRACTOR REGARDING THE LOCATION AND MESSAGES FOR THESE SIGNS, '
814001 -02 HANDHOLES ALL PERMANENT PAVEMENT MARKING SHALL BE MODIFIED URETHANE N PO IERIZES R S oS e vt SOk e
’ . OLYMER! " L
81400602 DOUBLE HANDHOLES 1l U gs TR S;‘!%/?\AL FF"RO\‘;%O[J’SPE HALL BE "PG 64—22" UNLESS OTHERWISE MCDiFIE
85700101 STANDARD PHASE DESIGNATION DIAGRAMS AND PHASE SEQUENCES FINAL SIGN MATERIAL, LOCATIONS AND INSTALLATION WILL BE COMPLETED BY KANE GOUNTY PERSONNEL. £OR "PERCENT OF RAP” SEE DISTRICT ONE SPECIAL PROVISIONS
86200101 UNINTERRUPTABLE POWER SUPPLY (UPS) ' ERCENT OF RAP" SEE DISTRCT -
87300102 TRAFFICSIGNAL GROLNDING & BONDING * SEE DAIVEWAY DETAIL FOR BASE COURSE THICKNESS REQUIREMENTS
87701105 STEEL COMB. MAST ARM ASSEMBLY AND POLE 16" THROUGH.55 :
87701202 STEEL-COMB. MAST ARM ASSEMELY AND POLE 56' THROUGH 78"
878001-09 CONCRETE FOUNDATION DETALS
88000101 SPAN-WIRE MOUNTED SIGNALS AND FLASHING BEAGON INSTALLATION
880006 - 01 TRAFFIC SIGNAL MOUNTING DETAILS
88600101 DETECTOR LOOP INSTALLATIONS
886006 ~01 TYPICAL LAYOUTS FOR DETECTION LOOPS
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